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SUMMARY

DRIVERS

ELECTRICAL
Supply voltage: DC24V
System power: 35W

MECHANICAL
IP: IP65
Mounting: adjustable brackets
Material: aluminum extrusion
Cover: frosted tempered glass
Connecting option:
• input only with 300mm cable with or without connector
• input-output with 2x 300mm cable with or without 

connector
Color: black
Weight: 1.2kg
Operating temperature: -20°C - +40°C
Humidity: 0-95% RH, non-condensing

WARRANTY, COMPLIANCE & CERTIFICATION
Warranty: 2 years
Compliance: CE
Certification: IEC 62471:2006

dimension

l: 605mm
w: 56mm
h: 108mm

mounting

adjustable 
brackets

housing cable

2 x 300mm power 
cable with connector 
or without connector

IP

IP65

power

35W

beam

120°

dark light

365nm LED

SR UVA Light

DARKLIGHT SERIES

FEATURES
• Slim and high performance UVA linear wall washer
• 365nm LED with less visible light than traditional 

black lights
• Easy installation and simple position adjustment 

with mounting adjustable brackets
• Reliable with IP65 outdoor ratings

LIGHT OUTPUT
LED wavelength: 365nm
Light distribution: symmetric
Beam angle: 120°
Irradiance:

Distance (cm) Irradiance (mW/cm2)

10 5.34

20 2.64

30 1.16

40 0.54

50 0.16
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DIMENSION

ACCESSORY
SRDARK-STARTER-1M
starter cable (1m) with female connector

SRDARK-EX-1M
extension cable (1m) with 1x male and 1x female connectors

SRDARK-EXY-400MM
Y-connection cable (400mm) with connectors (1 male in / 2 female 
out)

SRDARK-LOUVRE
anti-glare louvre
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WIRE LENGTH TO DRIVER

 

Wire Size maximum total 
length maximum L1 maximum L2 maximum L3 maximum L4 maximum L5

SSRDARK-EX-1M 7.5 4.5 3.75 3 2.25 1.5
VDE 1.0 10 6 5 4 3 2
VDE 2.0 18 8 7 6 5 4
VDE 2.5 30 10 9 8 7 6
VDE 4.0 38 12 11 10 9 8

Wire Size maximum total 
length maximum L1 maximum L2 maximum L3

SSRDARK-EX-1M 7.5 6 4.5 3
VDE 1.0 10 8 6 4
VDE 2.0 18 10 8 6
VDE 2.5 30 13 11 9
VDE 4.0 38 17 14 12
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ORDERING INFORMATION

Example: SRDARK-IOC-P35-120D-IP65-B refers to SR Darklight Series, Input-Output option with connectors, 35W, beam angle 120°, IP65 in black housing.

SR UVA Light Darklight Series Connecting Option * Power Beam Angle IP Housing Color

SRDARK

INBW
IOBW
INC
IOC

P35 120D IP65 B

Connector Options * Description

INBW input with bare wires (300mm)
INC input wire with male connector

IOBW input and output with bare wires (300mm)
IOC input wire with male connector and output wire with female connector

Accessory Description

SRDARK-STARTER-1M starter cable (1m) with female connector

SRDARK-EX-1M extension cable (1m) with 1x male and 1x female connectors

SRDARK-EXY-400MM Y-connection cable (400mm) with connectors (1 male in / 2 female out)

SRDARK-LOUVRE anti-glare louvre

Disclaimer: Data might vary due to equipment tolerance. Manufacturer reserves the right to make changes to information published in this 
document, including without limitation specifications and product descriptions, at any time and without notice. 2022-09-14 R0.4
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